
 
 

Figure 15: Inspection guidelines by Biomost (2007) 

 
 



Table 2: Summary of O&M tasks and project phases where they may occur 

 

 The O&M Phase  

BMPs 

Inspection, 
Monitoring, 

Operation, Quick 
Fixes 

Volunteer group 
projects 

Small projects with 
heavy equipment 

Major repairs or 
replacement 

Aerobic wetlands 
Determine load 
reduction 

Remove debris; 
remove iron deposits; 
restore residence 
time; eliminate any 
short-circuiting 

  

Anaerobic vertical 
flow wetlands 

Flush regularly, or 
make sure flushing 
mechanisms are 
operating; Note 
appearance of 
flushed water 

Remove iron crust 
Remove iron crust; 
Replace compost 
layer 

Replace compost 
layer; Replace 
limestone;  Replace 
BMP 

Anoxic limestone 
drains 

Monitor flow to 
assess clogging 

 Replace limestone Replace limestone 

Diversion well Add limestone to well    

Doser 
Confirm doser is full 
and functioning 

   

Limestone 
leachbeds 

Remove any debris  
“Lift and sift” 
leachbed 

 

Flushed limestone 
leachbeds 

Remove debris, make 
sure flushing 
mechanisms are 
operating 

 
“Lift and sift” 
leachbed 

 

Limestone sand 
dumps 

Make sure sand is 
moving; shovel sand 

 Replace sand Replace sand 

Steel slag leachbed 

Measure load of 
alkalinity from steel 
slag bed; Assess need 
for removing sludge 
from mixing or 
settling ponds 

   


